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State of Utah
DEPARTMENT OF NATURAL RESOURCES
Division of Oil, Gas & Mining
MICHAELR STYLER JOHN R BMA

Ep.rt@ Dnector Dtvs'an Diector

Insp€ction Report

Minerals Regulatory Program
Dsa€ ofReport: April 16,2009

Supervisor (M

Permit number: M0370012
Insp€ctiod Date: April 6, 2009

Time: About 2:00 PM

W€ather: Partly cloudy, 70s

Evaluated Comment Enforcement
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Fees: up to date
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Mine Neme: Pandora
OpeBtor Name: Denison Mines

Inspcctor(s): Tom Munson
OtherPerticiprnts: none
Min€ Status: Active

f,lemeDts of Inspection
l. Permits, Revisions, Transfer, Bonds

2. Public Safety (shafts, adits, trash, signs, highwalls)

3 . Protection of Drainages / Erosion Control
4. Deleterious Material

5. Roads (maintenance, surfacing, dust control, safety)

6, Concurrent Reclamation

7. Backfi lling/Grading (trenches, pits, roads,
highwalls, shafts, drill holes)

8. Water Impoundments

9 Soils

10. Revegetation

I l. An Quality

12. Other

Bond Amount: $142,910
Purpose oflnspection:
To visit the site.
InsDection Summarvi
I anived onsite and checked in at the olfice. The lady in charge ofthe office had never heard of the Division
or the mining pennit, we administer. She was very helpful and was willing to walk me a.ound the site. She

worked for the contractor, Reliance Corp., There are many underground miners on site or underground, using
the portal at this site ro access this mine. This portal also accesses vent shafts associated with the Beave.
shaft.
3. Protection ofDrainages / Erosion Control
The site isjust adjacent to an ephemeral drainage and at the time there was no visible sediment control to
prevent waste from entering the drainag€.
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4. DeleteriousMate.ial
The site has three fuel tanks within a containment area with a liner. The liner did not totally cover up the
edges ofthe containment area and it app€ared that it was not of adequate size to contain the contents ofthe
three tanks.

7. Backfilling/Grading (trenches, pits, roads, hi alls, shafts, drill holes)
There was low-gmde ore stockpiled on the pad. There was a bulldozer working on the upper part ofthe waste
dump.

Photos Attached
Conclusions and Recommetrdations:
L The op€.ato. needs to install sediment confol. I called the operator upon my .etum and they immediat€ly
responded to rny concem and installed silt fence between the site and the dminage. They senl pictu.es ofthe
installation and from the pictures it appeared to be adequate and well installed.
2. The next issue that needs to be addressed is the eventual reclamation ofthe pad and the waste dump. Given
the location ofthis site in a confined canyon with an ephemeral drainage. Plans should b€ generated to
address the eventual reclamation challenges and how they will be handled.
3, The operator needs to perform maintenance on the fuel containment area,

Inspector's Signature
tL/^nDate: lo / z-/ U'7'----"-7--
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cc: Christy Woodward. Denrson
Rebe@a Dooliil le, Mo6b BLM
Joel Nowak Marttla SalNarional Forcst, Monticello
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M0370012 - Pandora
Photos taken Aoril 6.2009

Fuel sto.age, although in a contained area needs
improvement to prevent a spill, as the liner is not
well maintained

The waste dump exists adjacent to a dminage and
needs sediment control

Low grade ore storageThe access portal


